TOTAL | SHEI
SECTION COUNTY | [OTAL | SHE
08-00119-00-FP WAYNE 23 17
PAPERTOWN ROAD
CONTRACT #: 95632
PLAN SHEET
\_Y
FIELD ENTRANCE STA. 138+00 LT. EXISTING i
24"x26' CMP TO BE REMOVED L
(NO SALVAGE REQUIRED) [
24°x30' PIPE CULVERTS, CLASS D, |
TYPE 1 REQUIRED 4
(FLOWLINE TO MATCH SLOPE OF EXISTING !
DITCH) \
CULVERT AT STA. 137485 LT. | \
RIPRAP REQUIRED AT UP STREAM END !
(10x12'x16") 10 TONS ALLOWED IN PROPOSAL i \
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PROPOSED EDGE OF PAVEMENT SECTION ENDS 5
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EXISTING RIGHT-OF-WAY X
STA. 137485 EXISTING 30"x52' \
CMP TO BE REMOVED i
(NO SALVAGE REQUIRED) \ FIELD ENTRANCE STA. 138+72 RT. EXISTING \
30" EQ. CLASS A, TYPE 1 \ 15"x30' CMP TO BE REMOVED \
40' LONG, WITH PRECAST ~ (NO SALVAGE REQUIRED) {
CONCRETE FLARED END / : 15"x30' PIPE CULVERTS, CLASS D, !
SECTIONS REQUIRED N NY TYPE 1 REQUIRED 20FT. RADIUS 127 5Q. YD, |
10 C.Y. "CLSM" REQUIRED L/'\ (FLOWLINE TO MATCH SLOPE OF EXISTING {
DITCH) !
A a_
STA. 141+73.70 i
!
SECTION ENDS I
15.9 SQ. YD.
30 FT. RADIUS

STA. 141+73.70
PROCESSING SOIL CEMENT QUANTITIES




